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This document describes the obligatory format for URSI Extended Abstracts. The simplest approach is to replace
the template’s text with your own.
The URSI Abstract should be single spaced, single column and sized for A4 paper according to this template.
The paper should have a minimum of 250 words and be no longer than 1 page and should be in English. The
body text should be Times New Roman 10 pt., with headings in Times New Roman 12 pt. The top and bottom,
left- and right-hand margins should be indent paragraphs. The title should be centered according to this template.
The author’s (or authors’) name and complete organizational affiliation should be two lines below the title. If there
are multiple authors, the presenter is to be identified with an asterisk. The text should start three lines below the
last name.
There should be one section only, entitled Extended Abstract. Citations and references should follow IEEE format
(as used by the Radio Science Bulletin). Citations can be of the form [1, 2] as is appropriate to the sentence, with
the reference format illustrated at the end of this template. Equations should be centered with the equation numbers
right justified in the following format:
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Figures should include a caption beneath the figure (in Times Roman 10 pt.) and the caption should include the
Figure number in bold. Figure 1 provides an example. Likewise, tables should include a caption (in Times Roman
10 pt.) but this time above the table. The caption should include the table number in bold.

Figure 1. Ascension Island (7.9°S, 14.8°W showing the ESA Tracking Station which was the location of the fixed
receiver and the road (shown in black) along which the mobile measurements were made).
All submissions will be electronic and in a PDF format (*.pdf) and all fonts must be embedded in the submitted
PDF document. Embedded Type 1 or True Type fonts are required in the submitted PDF file as subset fonts. Type
3 fonts (bitmaps) will not be accepted. Additional information on PDF creation is available on the submission Web
site.
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